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ABOUT GOWIN

From the many years of diligent Research and Development in
the China market, TOPCON (Beijing) Technologies Co. Ltd brings
you “GOWIN"; the trusted surveying brand which specializes in
high precision Total Station.

“GOWIN” represents our commitment and consistency to
deliver to you the highest precision level and surveying
standards through our expertise. Custom-made to suit the
human contour, GOWIN Total Station is the key to demanding
field jobs as they are ruggedly built to withstand harsh working
conditions.

Based on rich surveying experience of TOPCON,
GOWIN Total Station focused on offering customers the most
user-friendly and all-rounded Total Station solution in the
industry.

ABOUT TOPCON (BENJING) TECHNOLOGIES CO. LTD
TOPCON (Beijing) Technologies Co. Ltd is established on
September 2004. Situated in the strategic location Beijing,
it is formed through the tactical alliances of
TOPCON Corporation (lapan) and TOPCON China.

TOPCON (Beijing) Technologies Co. Ltd is under the management
guidance of both Japan and Chinese surveying professionals,
dedicated to provide the best services and technical support to
customers. We continuously strived to bring in the best
accuracies testing instruments and innovative manufacturing
process to ensure top guality of the Total Station.

Aiming to become the main surveying powerhouse in China,
TOPCON (Beijing) Technologies Co. Ltd is committed to
introducing new surveying technologies and constantly
improving to offer to customers the finest surveying solutions
that best suit their current needs.

For the future of surveying... ...
GOWIN strived to improve!

For your choice in GOWIN... ...
It is absolutely right!

FINEST QUALITY, ONLY FROM GOWIN

Leveraging on TOPCON's optimal manufacturing excellences; GOWIN
ensured every single production process of the TKS-202 Total Station is
in compliance with international standards and went through stringent
quality control.

From fully-automated EDM trials, to 48 hours of non-stop extreme
environment conditional testing, GOWIN Total Station demaonstrated its
durability and operational superiority, highlighting GOWIN commitment
to constantly improve.

Below are some of our quality production processes which display the
outstanding built-up to GOWIN Total Station:

ENVIRONMENTAL TESTS

Every single GOWIN Total Station
undergoes long periods of tough
atmospheric checks to ensure the
instruments are operational even in
extreme environmental conditions.

AUTOMATED EDM TESTS

With the largest EDM inspection
facilities in China, it ensured that the
measurement accuracy of GOWIN
Total Station is at a constant 2 + 2ppm.

HIGH FREQUENCY VIBRATION
TESTS

Each GOWIN Total Station is required to
go through a simulated external “tremor”
assessment to affirm the ruggedness and
long-term durable performance of the
instrument.

ANGLE COLLIMATION TESTS

The final step to GOWIN Total Station
manufacturing excellence is the strict
angle collimation review to guarantee
the instrument angle accuracy at 2"
sharp.



ROBUST OPERATING SOFTWARE:

TKS-202 Total Station Series is pre-loaded with versatile software functions for high work efficiency, such as: ROAD, Missing Line Measurement (MLM),
Height Measurement, Area Calculation, Resection, Coordinate Measurement, Stakeout and many other useful field application programs.

ROAD SOFTWARE

MISSING LINE MEASUREMENT (MLM)

The on-board ROAD software
satisfy your massive application
measurement by automatically
calculating complicated spiral
curve and a long distance route
by defining only the reguired
points (start point, terminal
point)
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TKS-202 Total Station
automatically measures

horizontal distance, height
difference and percentage of
slope between two points.
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LONG BATTERY LIFE

BT-L1 Lithium-ion on-board battery allows more than
14 hours of continuous operation in the angle / distance
mode. One BT-L1 battery will be sufficient for a full day
surveying work.

: 14 hours
: 60 hours

Including Distance Measurement
Angle Measurement only

HIGH PRECISION STANDARD

Angle Accuracy ;27
Distance Accuracy : £ (2m + 2ppm x D) m.s.e.

TK5-202 Total Station can determine the azimuth and coordinates with certain known
points. This function is especially useful if the coordinates of the specific instrument
station is unknown. Elevated station from two known reference points can also be
calculated, with each deviation of multiple reference points being displayed.

LARGE INTERNAL MEMORY

With increased internal memory, TKS-202 Total Station
offers you greater ease at work. The instrument can store
up to 24,000 points for data collection and lay-out work.
Data can be categorized into different job files for easy
retrieval.

DATA TRANSFER

Data collection and lay-out work done on TKS-202 Total
Station can be transferred via PC, be it uploading or
downloading. The raw data formats are compatible with
TOPCON GTS-6 and GTS-7.






